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identifying initial NHS connections to major 
intermodal terminals. The primary criteria 
are based on annual passenger volumes, an-
nual freight volumes, or daily vehicular traf-
fic on one or more principal routes that 
serve the intermodal facility. The secondary 
criteria include factors which underscore the 
importance of an intermodal facility within 
a specific State. 

PRIMARY CRITERIA 

Commercial Aviation Airports 

1. Passengers—scheduled commercial serv-
ice with more than 250,000 annual 
enplanements. 

2. Cargo—100 trucks per day in each direc-
tion on the principal connecting route, or 
100,000 tons per year arriving or departing by 
highway mode. 

Ports 

1. Terminals that handle more than 50,000 
TEUs (a volumetric measure of containerized 
cargo which stands for twenty-foot equiva-
lent units) per year, or other units measured 
that would convert to more than 100 trucks 
per day in each direction. (Trucks are de-
fined as large single-unit trucks or combina-
tion vehicles handling freight.) 

2. Bulk commodity terminals that handle 
more than 500,000 tons per year by highway 
or 100 trucks per day in each direction on the 
principal connecting route. (If no individual 
terminal handles this amount of freight, but 
a cluster of terminals in close proximity to 
each other does, then the cluster of termi-
nals could be considered in meeting the cri-
teria. In such cases, the connecting route 
might terminate at a point where the traffic 
to several terminals begins to separate.) 

3. Passengers—terminals that handle more 
than 250,000 passengers per year or 1,000 pas-
sengers per day for at least 90 days during 
the year. 

Truck/Rail 

1. 50,000 TEUs per year, or 100 trucks per 
day, in each direction on the principal con-
necting route, or other units measured that 
would convert to more than 100 trucks per 
day in each direction. (Trucks are defined as 
large single-unit trucks or combination vehi-
cles carrying freight.) 

Pipelines 

1. 100 trucks per day in each direction on 
the principal connecting route. 

Amtrak 

1. 100,000 passengers per year (entrain-
ments and detrainments). Joint Amtrak, 
intercity bus and public transit terminals 
should be considered based on the combined 
passenger volumes. Likewise, two or more 
separate facilities in close proximity should 

be considered based on combined passenger 
volumes. 

Intercity Bus 

1. 100,000 passengers per year (boardings 
and deboardings). 

Public Transit 

1. Stations with park and ride lots with 
more than 500 vehicle parking spaces, or 5,000 
daily bus or rail passengers, with significant 
highway access (i.e., a high percentage of the 
passengers arrive by cars and buses using a 
route that connects to another NHS route), 
or a major hub terminal that provides for 
the transfer of passengers among several bus 
routes. (These hubs should have a significant 
number of buses using a principal route con-
necting with the NHS.) 

Ferries 

1. Interstate/international—1,000 pas-
sengers per day for at least 90 days during 
the year. (A ferry which connects two termi-
nals within the same metropolitan area 
should be considered as local, not inter-
state.) 

2. Local—see public transit criteria above. 

SECONDARY CRITERIA 

Any of the following criteria could be used 
to justify an NHS connection to an inter-
modal terminal where there is a significant 
highway interface: 

1. Intermodal terminals that handle more 
than 20 percent of passenger or freight vol-
umes by mode within a State; 

2. Intermodal terminals identified either in 
the Intermodal Management System or the 
State and metropolitan transportation plans 
as a major facility; 

3. Significant investment in, or expansion 
of, an intermodal terminal; or 

4. Connecting routes targeted by the State, 
MPO, or others for investment to address an 
existing, or anticipated, deficiency as a re-
sult of increased traffic. 

PROXIMATE CONNECTIONS 

Intermodal terminals, identified under the 
secondary criteria noted above, may not 
have sufficient highway traffic volumes to 
justify an NHS connection to the terminal. 
States and MPOs should fully consider 
whether a direct connection should be identi-
fied for such terminals, or whether being in 
the proximity (2 to 3 miles) of an NHS route 
is sufficient. 

Subparts B–C [Reserved] 
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PART 490—NATIONAL PERFORM-
ANCE MANAGEMENT MEASURES 

Subpart A—General Information 

Sec. 
490.101 Definitions. 
490.103—490.109 [Reserved] 
490.111 Incorporation by reference. 

Subpart B—National Performance Man-
agement Measures for the Highway 
Safety Improvement Program 

490.201 Purpose. 
490.203 Applicability. 
490.205 Definitions. 
490.207 National performance management 

measures for the Highway Safety Im-
provement Program. 

490.209 Establishment of performance tar-
gets. 

490.211 Determining whether a State depart-
ment of transportation has met or made 
significant progress toward meeting per-
formance targets. 

490.213 Reporting of targets for the Highway 
Safety Improvement Program. 

AUTHORITY: 23 U.S.C. 134, 135, 148(i) and 150; 
49 CFR 1.85. 

SOURCE: 81 FR 13913, Mar. 15, 2016, unless 
otherwise noted. 

EFFECTIVE DATE NOTE: At 81 FR 13913, Mar. 
15, 2016, part 490 was added, effective Apr. 14, 
2016. 

Subpart A—General Information 
§ 490.101 Definitions. 

Unless otherwise specified, the fol-
lowing definitions apply to this part: 

Highway Performance Monitoring Sys-
tem (HPMS) is a national level highway 
information system that includes data 
on the extent, condition, performance, 
use, and operating characteristics of 
the Nation’s highways. 

Measure means an expression based 
on a metric that is used to establish 
targets and to assess progress toward 
meeting the established targets (e.g., a 
measure for flight on-time performance 
is percent of flights that arrive on 
time, and a corresponding metric is an 
arithmetic difference between sched-
uled and actual arrival time for each 
flight). 

Metric means a quantifiable indicator 
of performance or condition. 

Non-urbanized area means a single ge-
ographic area that comprises all of the 

areas in the State that are not ‘‘urban-
ized areas’’ under 23 U.S.C. 101(a)(34). 

Target means a quantifiable level of 
performance or condition, expressed as 
a value for the measure, to be achieved 
within a time period required by the 
Federal Highway Administration 
(FHWA). 

§§ 490.103—490.109 [Reserved] 

§ 490.111 Incorporation by reference. 

(a) Certain material is incorporated 
by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in this sec-
tion, FHWA must publish a notice of 
change in the FEDERAL REGISTER and 
the material must be available to the 
public. All approved material is avail-
able for inspection at the Federal High-
way Administration, Office of Highway 
Policy Information (202–366–4631) and is 
available from the sources listed below. 
It is also available for inspection at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030 or go to http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b)–(c) [Reserved] 
(d) American National Standards In-

stitute, Inc., 1899 L Street NW., 11th 
Floor, Washington, DC 20036, (202) 293– 
8020, www.ansi.org. 

(1) ANSI D16.1–2007, Manual on Clas-
sification of Motor Vehicle Traffic Ac-
cidents. 7th Edition, approved August 
2, 2007 (also available from National 
Safety Council, 1121 Spring Lake Drive, 
Itasca, Illinois 60143–3201, (http://www- 
nrd.nhtsa.dot.gov/Pubs/07D16.pdf) IBR 
approved for § 490.205. 

(2) [Reserved] 
(e) The U.S. Department of Transpor-

tation, 1200 New Jersey Avenue SE., 
Washington, DC 20590, www.dot.gov. 

(1) DOT HS 811 631, Model Minimum 
Uniform Crash Criteria (MMUCC) 
Guideline, 4th Edition, July 2012 (also 
available at http://mmucc.us/sites/default/ 
files/MMUCCl4thlEd.pdf) IBR ap-
proved for §§ 490.205 and 490.207(c). 

(2) [Reserved] 
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